Datasheet

High Performance
Data Link

Designed for Survey Systems

19,200 Baud Rate
High Over-the-Air Link Rate
Extends Your Ba tery Life

Enhanced User Interface

Surveyorsu fizing Global Naviga tori Satellite Systems require rug-
€Yo 'g Globa & Systemsrequire rug Change Channels in the Field

ged radio modemdata links for precise posi oriing informatori. PDL
productsare compact, lightweightand o ferfpower-e f cientt opera-
oni. They are easyto use and providehigh performanceand rugged
dependability for the toughest survey environments. Compa tlé

View Status Informa torn

ith GPS/GNSS
RTK Equipment Worldwide

PDL productsare designed to easily mounton all standardtripods
Complete Kit Solu toris Available

and range poles. Complete kit soluoris are available.
for Your Applica tor

Rugged and Reliable
Waterproof
All-Weather Opera ton
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High Power Base

Low Power Base

Rover

General Specifica tons

DTE - DCE Interface

3 Wire, RS-232, 38.4k Baud Maxirmum

User interface

On/O £ BO ton*
{“Austo Power O erabled when
connectedto power source
Channel Buton with AutcBase” and AutoRover”
Diigital Display
Modem/PowerStatus Indicators

RE Power Select Toggle Switch

OnfO £ BL on*
{“Aurto Power O enabled when
connectedto power source
Channel Buton with AutcBase” and AutoRover”
Digitat Display
Madern/PowerStatus indicators

On/O £ B ton
Channel Bu tort with AutoRovel
Digitat Display

Modem/PowerStatusindicators

Power

External 916 VDC

Internal Ba tery N/A N/A Lithiumlon Rechargeable
During TX (nominal) 110 Wa s (B5W) 11 Wats 2W) M/A

During RX (nominal) 1.9 Wats 1 0.9 Wats ¢ 0.3 Wats t

Antenna

External 50 Ohim, BNC 50 Chi, NMO 50 Ohirey, NMO

Modem Specifica tors

Link Rate/Modulaton

19,200bps/4 Level FSK (25 kHz)
9600 bps/4 Level FSK{12.5 kHz)
9600 bps/GMSK(25 kHz)
4800 bps/GMSK{12.5 kHz)

Link Protocols

Transparent, Packet Switched, Digipester,
TRIMTALK

Transparent, Packet Switched, Digipeater,
TRIMTALK

Transparent, Packet Switched, TRIMTALK

Forward Error Correcion

Yes

Radio Specifica tons

Frequency Bands

Refer to price list for available frequency bands.

Frequency Control

Syrthesized 12.% kHz Resoluor

E2.5 ppm Stabilivy

RF Power Select

Lowe/High

Factory Programmable

N/A

RF TransmierOutput

25 Wa ts Baximum

0.5-2Wats t

0 Wa t(Receive Only)

Serst ity

-130 dBm BER 10

Adjacent Charinel Selecvitly

565 dB (25 kHz), »55 dB (12.5 kiHz)

60 dB (25 kHz), »50 HdB (12.5 kHz)

Type Cer ficia o

All models are type acceptedand cer Hield for opera or in the U.S, and Canada.
For detailed informatori concerningyour country stype cer Hfids ori, please contact your sales representdvel

Environmental Specifica tors

Opera g Temperature

27 to 140 F (30 to 4607 C)

-4 to +140 F (20 to +60° C)

Storage Temperature

67 to +185

(55 to +85 )

A"t +185 F (20 to 485 C)

Vibra tori/Shock

ANSIFASAE EP4ASS

Enclosure

IEC 144/855420 1P, 66
Water wghit and Dustproof

Mechanical Specifica tons

Dirmensions 623" Wx 277" Hx6.58" L 8257 Ly 2,407 Dismeter B.25" Lx 240" Diameter
(158 emWx 7.0 cm M x 16.7 cm L) 1.0 cm Ly 6.0 om Diameter) (21.0 cmi L x 6.1 e Diameter)
Weight 2.961bs. {134 Kg) 0.651bs. {0.30Kg) 0.751bs. {034 Kg)

Data/PowerConnector

5 Pin LEMO#1 Shel

5 Pin LEMO#0 Shelt

5 Pin LEMIOHO Shell

Mount

Tripod Bracket

5/8" ~ 11 Range Pole

5/8" — 11 Range Pole
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Tel: 1.800.795.1001 (US & Canada) - +1.408.653.2070 {Internatorial - +31.725.764.175 (Europe)}
Fax: +1.408.748.9984, Web: www.pacificcrest.com, Email: sales@pacificerest.com
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